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Polmaterial                  100% Solution Dyed Nylon (SDN)

Rücken Textielrücken

Poleinsatzgewicht g/m² 680

Gesamtdicke in mm 6

Polhöhe in mm 4

Teilung 1/10

Noppenzahl pro Qm 197.000

Gesamtgewicht: g/m² 1.790

Wärmedurchlasswiderstand in m²C°/W 0,08

Trittschalldämmung DLw = 25 dB

Einstufung Brennstufe                                             Cfl - s1
verklebt auf nicht brennbarer Unterlage

DOP 1008#CG0011

EINSATZBEREICH
Objektbereich : extrem : Verkaufsraum, Restaurant, Konferenzraum, Grossraumbüro, 
Treppe, Empfangs- und Schalterraum 

Velours                       100% Solution Dyed Nylon (SDN)

Dossier ActionBac

Poids g/m² 680

Epaisseur totale en mm 6

Hauteur du velours en mm 4

Jauge 1/10

Densité: points/m² 197.000

Poids total: g/m² 1.790

Résistance thermique m²C°/W 0,08

Isolation Phonique DLw = 25 dB

Classement feu                                                      Cfl - s1
collé sur dossier incombustible

DOP 1008#CG0011

DOMAINE D’USAGE
Usage professionnel : intensive : Boutique, Magasin, Restaurant, Salle de Réunion, 
Bureaux, Escaliers, Réception, Hall d’entrée 

Pile                            100% Solution Dyed Nylon (SDN)

Backing ActionBac

Pile weight g/m² 680

Total thickness in mm 6

Pile height in mm 4

Gauge 1/10

Tufts per sqm 197.000

Total weight in g/m² 1.790

Thermal resistance in m²C°/W 0,08

Sound absorption DLw = 25 dB

Fire Classificationnstufe                                           Cfl - s1
glued on a non combustible substrate

DOP 1008#CG0011

PERFORMANCE
Contract use : heavy : Boutique, Shop, Restaurant, Conference room, High traffic office,
Stairs, Reception office
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